*Always follow manufacturer instructions*


1. Place pipe on outstretched chain next to cutter jaws. Turn hand wheel counterclockwise until jaws are fully open.

2. Wrap chain around pipe and engage nearest pin in upper jaw hooks.

3. Place ratchet on head of drive screw and operate clockwise until pipe snaps off. If pipe has not cut before jaw wheels touch, turn counterclockwise until next pin can be engaged in jaw.

## 590 Manual Cutter Operation



1. Place pipe to be cut on outstretched chain next to cutter jaws. Open handles to $90^{\circ}$, grasp cutter as shown and rest on pipe.

2. Holding tool in this position, wrap chain around pipe with other hand.Pull chain tight and engage the No. 16 pin nearest to the upper jaws. Be sure surplus chain comes out over the top as

## Notes .....


3. Close jaws, and use the adjusting screw \#38 to adjust the jaws to the most comfortable cutting angle.

When cutting in a line, remove excess mud, scale and rust from surface of pipe where chain wheels will make contact. This will allow wheels to contact solid pipe for maximum penetration.

Once you have established which chain pin must be engaged for a specific pipe size, place a dab of paint (or other marking) on that pin for easy recognition. This helps to facilitate quick, sure, efficient operation for all cuts of the same pipe size.

## Strict observance of all tools capacities must be adhered to.

Be sure to comply with all OSHA regulations when operating cutter. Pipe or rollers may and often will separate with considerable force at a right angle to the cutter head. Be sure when putting cutting pressure on pipe, you are standing at the end of the handles facing the cutter or pipe and that there is no other personnel in the immediate area.


|  |
| :--- | :--- | :--- | :--- |

Form ${ }^{2} 1031$ rights which vary from state to state． gives you specific legal rights，and you may also have other
 or limitation of incidental or consequential damages，so the tial damages．Some U．S．A．states do not allow the exclusion
 remedy available from Wheeler－Rex．Wheeler－Rex is not liable prepaid transportation．Such replacement or repair is the exclusive placed at our option，at no charge and returned to you via
 or other person is authorized to give any warranty on behalf
 －dIMOSEG EHL GNOXEG GNGLXヨ HOIHM SEILNVYY甘M RANTY，WRITTEN，OR ORAL，APPLIES．THERE ARE NO

 to the factory without receiving prior authorization．Ob－

 advantage of this warranty，the complete product must be de－ ranties against defects in material or workmanship．To take －Іем хәу－ләәәчМ ККиенвм хәу－дәәәчМ әчı ıдшә－әл Квш
 have a Limited Three Year Warranty（including electric motors）． чэ！чм sәи！чэви ви！реәлч әd！јо ио！̣дәэхә чи！м ‘Киенвем WHEELER－REX covers its products with a Limited Lifetime KLNVYYVM GLILLGHIT GGLLLIT XGY－甘HTGAHM
 Outdoor Use Extension Cords．When tool is used outdoors，use only
extension cords suitable for use outdoors and so marked． Avoid Accidental Starting．Don＇t carry plugged－in tool with finger on
switch．Be sure switch is off when plugging in．



 accessories．Equipment operators must have proper maintenance \＆ safest performance．Follow instructions for lubricating and changing Don＇t Overreach．Keep proper footing and balance at all times．
Maintain Tools Properly．Keep tools sharp and clean for best and safer than using your hand and it frees both hands to operate tool．


 working outdoors．
 of a heavy－duty tool．
Wear Proper Appare

Use Right Tool．Don＇t force a small tool or attachment to do the job
Don＇t Force Tool．It will do a better and safer job at the rate for
which it is designed． dren．
 Keep Children Away．ALL VISITORS SHOULD BE KEPT A SAFE
DISTANCE FROM WORK AREA．


 accidents．
 FOR ALL TOOLS－ SONINYVM NOILVYGdO TOOL TVYGNAS

